Quick Installation Guide of TPMS1209B02
Step 1: Monitor Installation

1. Take out the Monitor from the box.
2. Choose a suitable location for the Monitor on the dashboard platform. Make sure to first Scrub the location with alcohol. Next, strip off the liner of the 3M Dual Lock Fastener, put the sticky side onto the suitable location, and then fix the monitor with another side of the 3M Dual Lock Fastener on the platform.
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Step 2: Power the monitor
User can choose power the monitor through the lighter plug or rechargeable batteries.

1. Power the monitor through the lighter plug
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2. Power the monitor through the rechargeable batteries

1) Take off the cover of the battery box on the back of the Monitor

2) Put three rechargeable batteries into the battery box
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3) Cover the battery box
4) Turn on the Monitor.
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Step 3: Transmitter Installation
1. Attach the tire position labels correspondingly as shown below:

[image: image16.jpg]



2. Dismount the tires in turn according to the standard tire-dismounting process, and remove the rubber tubes after deflating the tires.
[image: image17.jpg]


[image: image18.jpg]



3. Detach the tire valve. Install the initialized Transmitter with the label at the valve position of the corresponding tire
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4. Firstly stack up plastic washer, and then metal washer. 


5. Screw Transmitter hold-down nut with M11 sleeve.
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6. Mount the rubber tubes. Inflate the tires to the programmed standard pressure.
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7. Check whether the valve leaks air or not, then screw on the valve cap firmly.
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8．After installing the Transmitters, the tires need to be re-balanced.
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9. Repeat the installation steps for the other 3 Transmitters. 

10. Fix the tires to the vehicle according to the position labels.
The Monitor will going to work after installing all the Transmitters as shown below: 
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